
LABINCO L81 Basic Hotplate Magnetic Stirrer 10 ltr. 325°C

Beschreibung

Model Economy Hotplate Stirrers L-81

Hotplate: Alumimum 145 mm diam.
Capacity: 10 ltr
rpm: 50 – 1250
Stirring motors: are of the AC-motors type
With Stainless Steel efficient reflectors
Housing: casted aluminum
Electrostaticaly applied powder coated
M-10 threaded support rod connection
Supplied with a teflon magnetic stirring bar line cord and manual

Hotplate 145 mm diam. Aluminium
Hotplate temperature 50-325°C
Stirring capacity 10 Ltr
Dimensions (WxDxH) 172 x 286 x 125 mm
Weight 2.8 kg
Art.nr.81000 (230V) 81010 (115V)
Incl. spinbar

Zusätzliche Informationen

Anzahl der Positionen 1

Max. Beladung 10 ltr

Motorleistung/Eingang (W) 35 W
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Motorleistung/Ausgang (W) 15 W

Geschwindigkeitsanzeige analog

Drehzahlbereich (U/min) 50 - 1250 rpm

Länge des Rührstabes max (mm) 80 mm

Heizleistung 600 W

Heizleistung 7 K/min

Bereich der Heiztemperatur room temp. - 325 °C

Wärmesteuerung analog

Genauigkeit der Wärmesteuerung 1 ±K

Geschwindigkeitssteuerung stepless

Durchschnittliche Temperaturbeständigkeit 1 ±K

Maße (L x B x H) 172 x 286 x 125 mm

Gewicht 2.8 kg

Zulässige Umgebungstemperatur 5 - 40 °C

Max. Luftfeuchtigkeit 80 %

Sicherheitsklasse DIN EN 60529 IP 42

Spannung 220 - 230 V (115 / 100 V)

Frequenz 50/60 Hz

Leistungsaufnahme 635 W
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