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LABINCO LD79 Digital Test-Tube Rotator

Beschreibung

Digital Test-Tube Rotator for serial rotation of test-tubes 4-40 mm
For rotation disks see www.labinco-bv.com

With timer

Memory function and Re-start function

Speed 1-99 rpm, digital

Angle of rotation can be set between 90 and 27

Dimensions (WxDxH) 200x 200 x 250 mm

Weight 3.5 kg

Art.nr.79000 (230V) 79010 (115V)

Digital Test-Tube Rotator for serial rotation of test-tubes 4-40 mm
For rotation disks see www.labinco-bv.com

With timer

Memory function and Re-start function

Speed 1-99 rpm, digital

Angle of rotation can be set between 90 and 27

Dimensions (WxDxH) 200x 200 x 250 mm

Weight 3.5 kg

Art.nr.79000 (230V) 79010 (115V)

Zustzliche Informationen

Anzahl der Positionen 1 for max 2 disks
Max. Beladung 0.5 kg
Motorleistung/Eingang (W) 50 W
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Motorleistung/Ausgang (W) 35W

Geschwindigkeitsanzeige digital

Drehzahlbereich (U/min) 1-99rpm

Lnge des Rhrstabes max (mm) digital 1s. up to 99h 59m 59s
Geschwindigkeitssteuerung digital

Mae (L x B x H) 200 x 200 x 250 mm
Gewicht 3.5 kg

Zulssige Umgebungstemperatur 5-40 C

Max. Luftfeuchtigkeit 80 %

Sicherheitsklasse DIN EN 60529 IP 42

Spannung 220 - 230V (115/100 V)
Frequenz 50/60 Hz

Leistungsaufnahme 60 W



